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· AREA TO BE KEPT CLEAR OF

VEGETATION FOR SIGHT
DISTANCE.

· FENCE TO BE RELOCATED
TO EXISTING AND NEW

BOUNDARIES.
POLE  (7.2m FROM CL)

TO BE RELOCATED 9.0m
TOWARDS HARDYS ROAD.

RETAIN
EXISTING ROAD

EXISTING FENCE IN
DISREPAIR

316 IRONCLIFFE ROAD
TITLE REFERENCE: 32462/5

314 IRONCLIFFE ROAD
TITLE REFERENCE: 32462/4

#322 IRONCLIFFE ROAD
TITLE REFERENCE: 32462/6

317 IRONCLIFFE ROAD
TITLE REFERENCE: 239977/1

NRE TAS (PROPERTY SERVICES)

NRE TAS (PROPERTY SERVICES)

TITLE REFERENCE: 32462/7
OWNER: M.P. JOHNSON

ROAD RESERVE

IRONCLIFFE ROAD

DRIVEW
AY ACCESS 314

DRIVEW
AY ACCESS 316

HARDYS ROAD
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PDA
SURVEYORS, ENGINEERS & PLANNERS

EXISTING CULVERTS
TO BE RETAINED.

VISIBILITY BENCHING:
DESIGN SPEED - 60km/hr
CURVE RADIUS - 60m
AS PER AGRD03 - TABLE 5.5 AND FIGURE 5.4:
SIGHT DISTANCE REQUIRED - 67m
LATERAL OFFSET TO OBSTRUCTION FROM
CENTRE OF LHS LANE  - 9.1m

LEGEND:

V

V

DESIGN EXISTING ROAD EDGE FOR ROAD WIDENING

EXISTING ELECTRICAL
EXISTING FENCEX

WIDENED ROAD EDGE

EXISTING RIVERS, STREAMS, CREEKS

CADASTRAL BOUNDARY

NEW SHOULDER

NEW TABLE DRAIN
NEW ROAD BATTER

EXISTING SIGN/POLE AS PER SURVEY

T EXISTING TELSTRA COMMS SERVICE

> > > > > > > > > > > > > > >

NEW VERGE AND GUARDRAIL

EXISTING ROAD (SINGLE SEAL)
NEW ROAD (2 COAT SEAL)
NEW ROAD WIDENING (2 COAT SEAL)

NEW FENCE
SIGHT DISTANCE BENCHING / VEG CLEARING

X

LAND AQUISITION / NEW PROP BOUNDARY

NEW STORMWATER (TO REPLACE EXISTING)

EXISTING STORMWATER
NEW STORMWATER INLET HEADWALL

NEW STORMWATER OUTLET HEADWALL

NEW STORMWATER (BRAND NEW/NO EXISTING)

NOTES:

1. GEOREFERENCED BACKGROUND IMAGES SUPPLIED BY
CENTRAL COAST COUNCIL.

2. WHERE REQUIRED, THE NEW GUARDRAIL MUST BE LOCATED
AT THE EDGE OF SHOULDER WITHIN THE NEW VERGE.

3. THE LAND ACQUISITION AND NEW FENCE IS REQUIRED TO
ACHIEVE A MINIMUM CLEARANCE OF 3M FROM THE EDGE OF
THE NEW ROAD BATTER.

4. ALL DRIVEWAYS TO BE CONSTRUCTED AS PER TSD-R03 WITH
35mm ASPHALT SEAL U.N.O. CULVERTS ONLY PROVIDED
WHERE REQUIRED.

5.  ALL SIGHT DISTANCE BENCHING TO BE IN ACCORDANCE WITH
AUSROADS AND AS INDICATED ON THE CROSS SECTIONS.

SURVEYED EXISTING ROAD

(E)SW

NEW GRAVEL FARM ACCESS

NEW STORMWATER INLET DRIVABLE HEADWALL

NEW STORMWATER OUTLET DRIVABLE HEADWALL

HARDYS ROAD INTERSECTION:
MAY REQUIRE SOME ASPHALT SURFACE

PROFILING. REFER TO SHEET-141 FOR
INTERSECTION DETAIL.

PRIVATELY OWNED
ROAD RESERVE:
OKAY TO PROCEED WITH
ROADWORKS.

''GIVE WAY''
SIGN (R1-2A)

TIE INTO
EXISTING ROAD

''JUNCTION
CONTINUITY'' LINE (JC)

''HOLDING'' LINE (HL)

PROVIDE NEW
HEADWALL

PI 1

PI 1
CHAINAGE 110.77

X 420780.193
Y 5445478.519

RADIUS 35
CURVE LENGTH 40

REDUCED SPEED 40 km/h
GUIDE POSTS OUTSIDE 6 (6 SPACING)

GUIDE POSTS INSIDE 3 (12 SPACING)

PI 2
CHAINAGE 179.20

X 420711.277
Y 5445498.433

RADIUS 60
CURVE LENGTH 46

REDUCED SPEED 50 km/h
GUIDE POSTS OUTSIDE 10 (6 SPACING)

GUIDE POSTS INSIDE 5 (12 SPACING)

PI 2

REMOVE "END 60" SIGNS.
INSTALL "70" SPEED LIMIT

SIGN - "R4-1B(70)".

ADVISORY SIGNS -
W1-5A(R)
W2-9A(R)

W8-2A(35)

PROVIDE
GUARDRAIL END
TREATMENT.

ADVISORY SIGNS -
W2-9A(L)
W1-3A(L)

SECTIO
N

2 START

JOINS TO
SECTION 1 SEAL.
6.0m WIDE

ADVISORY SIGN -
W1-3A(L)

3.6m WIDE SEALED (35mm
ASPHALT) RURAL PROPERTY

ACCESSES AS PER TSD-R03-v3.
SHALLOW VEE DRAINS ACROSS

DRIVEWAYS.

INSTALL TYPE 'KC' KERB AND CHANNEL
WITH CONCRETE CROSSOVERS AS
PER TSD-R14-v3 & TSD-R15-v3 FROM
CH0 TO CH83.LIP OF KERB TO BE
LOCATED ON THE EDGE OF
SHOULDER. 0.5m WIDE SHOULDER
WILL BE SEALED.

3.6m WIDE SEALED
DRIVEWAY AS PER
TSD-R09-v3

3.6m WIDE SEALED
DRIVEWAYS AS
PER TSD-R09-v3

TURN OUT KERB AND
CHANNEL TO EXCAVATED
CHANNEL. SHAPED AND
LINED WITH 'NO FINES'
CONCRETE.
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